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Environmental Protection Agency § 63.6635 

must change the oil within 2 days of re-
ceiving the results of the analysis; if 
the engine is not in operation when the 
results of the analysis are received, the 
engine owner or operator must change 
the oil within 2 days or before com-
mencing operation, whichever is later. 
The owner or operator must keep 
records of the parameters that are ana-
lyzed as part of the program, the re-
sults of the analysis, and the oil 
changes for the engine. The analysis 
program must be part of the mainte-
nance plan for the engine. 

(j) If you own or operate a stationary 
SI engine that is subject to the work, 
operation or management practices in 
items 6, 7, or 8 of Table 2c to this sub-
part or in items 5, 6, 7, 9, or 11 of Table 
2d to this subpart, you have the option 
of utilizing an oil analysis program in 
order to extend the specified oil change 
requirement in Tables 2c and 2d to this 
subpart. The oil analysis must be per-
formed at the same frequency specified 
for changing the oil in Table 2c or 2d to 
this subpart. The analysis program 
must at a minimum analyze the fol-
lowing three parameters: Total Acid 
Number, viscosity, and percent water 
content. The condemning limits for 
these parameters are as follows: Total 
Acid Number increases by more than 
3.0 milligrams of potassium hydroxide 
(KOH) per gram from Total Acid Num-
ber of the oil when new; viscosity of 
the oil has changed by more than 20 
percent from the viscosity of the oil 
when new; or percent water content (by 
volume) is greater than 0.5. If all of 
these condemning limits are not ex-
ceeded, the engine owner or operator is 
not required to change the oil. If any of 
the limits are exceeded, the engine 
owner or operator must change the oil 
within 2 days of receiving the results of 
the analysis; if the engine is not in op-
eration when the results of the anal-
ysis are received, the engine owner or 
operator must change the oil within 2 
days or before commencing operation, 
whichever is later. The owner or oper-
ator must keep records of the param-
eters that are analyzed as part of the 
program, the results of the analysis, 
and the oil changes for the engine. The 

analysis program must be part of the 
maintenance plan for the engine. 

[69 FR 33506, June 15, 2004, as amended at 73 
FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3, 2010; 
75 FR 51589, Aug. 20, 2010; 76 FR 12866, Mar. 9, 
2011] 

§ 63.6630 How do I demonstrate initial 
compliance with the emission limi-
tations and operating limitations? 

(a) You must demonstrate initial 
compliance with each emission and op-
erating limitation that applies to you 
according to Table 5 of this subpart. 

(b) During the initial performance 
test, you must establish each operating 
limitation in Tables 1b and 2b of this 
subpart that applies to you. 

(c) You must submit the Notification 
of Compliance Status containing the 
results of the initial compliance dem-
onstration according to the require-
ments in § 63.6645. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.6635 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) If you must comply with emission 
and operating limitations, you must 
monitor and collect data according to 
this section. 

(b) Except for monitor malfunctions, 
associated repairs, required perform-
ance evaluations, and required quality 
assurance or control activities, you 
must monitor continuously at all 
times that the stationary RICE is oper-
ating. A monitoring malfunction is any 
sudden, infrequent, not reasonably pre-
ventable failure of the monitoring to 
provide valid data. Monitoring failures 
that are caused in part by poor mainte-
nance or careless operation are not 
malfunctions. 

(c) You may not use data recorded 
during monitoring malfunctions, asso-
ciated repairs, and required quality as-
surance or control activities in data 
averages and calculations used to re-
port emission or operating levels. You 
must, however, use all the valid data 
collected during all other periods. 

[69 FR 33506, June 15, 2004, as amended at 76 
FR 12867, Mar. 9, 2011] 
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